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DETAIL 1

LONGITUDINAL TIE PLATE

ELEVATION

DETAIL 2
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(TYP.)

UPPER PRECAST UNIT

¡¾ x 6 x 2'-0

EMBEDDED
¡¼ x 4 x 0'-4 (TYP.)

LOWER PRECAST UNIT

8"

NOTES:

¢ BOLT

¢ JOINT
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¾"ø BOLT WITH
WASHER (TYP.)

¡ ¾ x 6 x 2'-0

×"ø x 3" SLOTTED HOLE
FOR ¾" BOLT (TYP.)

LOWER END
PRECAST UNIT

UPPER INTERIOR
PRECAST UNIT

LOWER INTERIOR
PRECAST UNIT

¡¾ x 6 x 3'-0

¾"ø BOLT WITH WASHER
AND NUT (TYP.)

REINFORCEMENT NOT
SHOWN FOR CLARITY

UPPER END
PRECAST UNIT

VERTICAL TIE PLATE

ANCHOR BOLTS SHALL CONFORM TO ASTM F1554 GRADE 105 AND
HOT DIP GALVANIZED PER ASTM F2329

OTHER ANCHOR DEVICE OR DRILLED HOLE WITH EPOXY RESIN
ANCHOR MAY BE USED, SUBMIT DETAILS TO THE ENGINEER FOR
APPROVAL. IF DRILLED HOLES ARE USED THE FABRICATOR SHALL
MARK LOCATIONS OF DRILLED HOLES THAT WILL NOT CONFLICT WITH
REINFORCEMENT.

PLACE EXTERNAL JOINT WRAPS UNDER THE CONNECTION TIE PLATES.

EXTERNAL JOINT WRAP (TYP.)

1'-0"
(TYP.)

VARIES

SECTION A

SEE DETAIL 1

SEE DETAIL 2

SEE DETAIL 2
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