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SECTION B

B

SECTION A

EXTERNAL JOINT WRAP

BUTYL JOINT SEALANT

SUGGESTED CONNECTION DETAILS SHOWN. ALTERNATIVE
CONNECTION DETAILS MAY BE PROPOSED BY THE CONTRACTOR.
ALL PROPOSED DETAILS MUST BE SUBMITTED TO THE DESIGN
ENGINEER FOR ACCEPTANCE AND APPROVAL.

1. 

A

PLAN
3 PRECAST UNITS SHOWN (EXAMPLE ONLY)

GENERAL NOTES:

BUTT JOINT
(HYDRAULIC CROSSINGS ONLY)

PRECAST THREE-SIDED STRUCTURE

EXTERNAL JOINT WRAP

¢ JOINT

PANEL PANEL

6"
(TYP.)

 ¼" 
(TYP.)

BUTYL JOINT SEALANT

CLOSURE POUR
(REQUIRED OVER ROADWAYS)

WATER PROOFING MEMBRANE MAY BE REQUIRED

PRECAST THREE-SIDED STRUCTURE

BACKER ROD

 É" 
(TYP.)

6"
(TYP.)

6
"

¢ JOINT

PANEL PANEL

WATERPROOFING
MEMBRANE

BELL - SPIGOT
(HYDRAULIC CROSSINGS ONLY)

¢ JOINT

PANEL PANEL

PRECAST THREE-SIDED STRUCTURE

EXTERNAL JOINT WRAP

¼" 
(TYP.)

6"
(TYP.) BUTYL JOINT SEALANT

SHEAR KEY
(HYDRAULIC CROSSINGS ONLY)

¢ JOINT

PANEL PANEL

PRECAST THREE-SIDED STRUCTURE

EXTERNAL JOINT WRAP

 É" 
(TYP.)

6"
(TYP.) BUTYL JOINT SEALANT


